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HERMETIC THIN DIODE 

Schottky Rectifier 

 

 
 
 
 
 
 
 
 
 
 

 

 

 

 

MAX. RATINGS / ELECTRICAL CHARACTERISTICS    All ratings are at TA = 25
o
C unless otherwise specified. 

RATING CONDITIONS MIN TYP MAX UNIT 

Peak Inverse Voltage 
(PIV) 

- - - 20 V dc 

Average DC Output 
Current (Io) 

TA = +55
o
C - - 3 A 

Peak Single Cycle Surge 
Current (Ifsm) 

tp = 8.3 ms Single Half Cycle Sine Wave, 
Superimposed on Rated Load 

- - 40 A 
(pk.) 

Operating and Storage 
Temp. (Top & Tstg) 

- -55 - +150 C 

Maximum Forward 
Voltage (Vf) 

If = 3A (300 sec pulse, duty cycle < 2%) 
TJ = 25

 o
C 

TJ = 125
 o
C 

-  
0.56 
0.51 

 
0.59 
0.54 

Volts 

Maximum Instantaneous 
Reverse Current At Rated 
(PIV) 

TA = 25C 

TA = 125C 

- 0.1 

8 

0.3 

14 

mA 

Max. Junction 
Capacitance (CT) 

@VR = 5V, TC = 25 C  
fSIG = 1MHz, VSIG = 50mV 

- - 160 pF 

Thermal Resistance (JL) 
Junction to Lead  
d = 0.375” 

           22 C/W 

 

 

 

 

AV AI L AB L E  AS  

S X  

S S   

ELECTRICAL CHARACTERISTICS 

DESCRIPTION: 

This low profile, hermetically sealed, schottky rectifier diode is manufactured on a MIL-PRF-19500 JANS 

qualified line and is designed for space solar array applications. The silver plated flat leads are designed for 

ease in welding to solar array PCBs. 

FEATURES / BENEFITS: 

 Silver plated flat leads 

 Hermetic, cavity ceramic package  

 JANS Equivalent screening and QCI available 

MAXIMUM RATINGS: 

 Operating & Storage Temperature: -55
o
C to +150

o
C 

 Extended Temperature Range: -195°C to 150°C 

(Temperature Shock) 

 Thermal Resistance: 22
o
C/W (junction to lead)  

 Forward surge current: 100A @ 8.3 ms half-sine 

athanassia b
Underline
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PACKAGE DIMENSIONS (inches/mm) 

 
 

PART ORDERING INFORMATION 

SHDT173012  XX X   
 

 

 

 

 

 

 

 

 

 

 

 
 

DISCLAIMER: 

1- The information given herein, including the specifications and dimensions, is subject to change without prior notice to improve product 
characteristics. Before ordering, purchasers are advised to contact the Sensitron Semiconductor sales department for the latest version of the 
datasheet(s). 
2- In cases where extremely high reliability is required (such as use in nuclear power control, aerospace and aviation, traffic equipment, medical 
equipment , and safety equipment) , safety should be ensured by using semiconductor devices that feature assured safety or by means of 
users’ fail-safe precautions or other arrangement . 
3- In no event shall Sensitron Semiconductor be liable for any damages that may result from an accident or any other cause during operation of 
the user’s units according to the datasheet(s). Sensitron Semiconductor assumes no responsibility for any intellectual property claims or any 
other problems that may result from applications of information, products or circuits described in the datasheets.  
4- In no event shall Sensitron Semiconductor be liable for any failure in a semiconductor device or any secondary damage resulting from use at 
a value exceeding the absolute maximum rating.  
5- No license is granted by the datasheet(s) under any patents or other rights of any third party or Sensitron Semiconductor.  
6- The datasheet(s) may not be reproduced or duplicated, in any form, in whole or part, without the expressed written permission of Sensitron 
Semiconductor.  
7- The products (technologies) described in the datasheet(s) are not to be provided to any party whose purpose in their application will hinder 
maintenance of international peace and safety nor are they to be applied to that purpose by their direct purchasers or any third party. When 
exporting these products (technologies), the necessary procedures are to be taken in accordance with related laws and regulations. 

 
Screening Level (blank is no screening): 

Suffix Screened in Accordance with: 

blank No screening level 

SX MIL-PRF-19500, TX Level per DS2044 

SS MIL-PRF-19500, S Level per DS2044 
 

QCI (blank is no QCI): 
Suffix Inspection 

blank No QCI 

Q MIL-PRF-19500 QCI per DS2044 
 

Part Number 

T F P - 1 ,  T H I N  P AC K AG E  


